












 
 

How to load your Fujica Half 1.9 

 

 
1 SET FILM SPEED 
Lift the outer ring of the Film Speed Setting Dial (10) and rotate it until the aligning dot (9) is 
next to the ASA number for your film. Release the ring to lock the setting. 
 
2 OPEN BACK 
Push up the Slide Lock (27). The camera back will open slightly. Swing it open all the way. 
 
3 ROTATE THE TAKE-UP SPOOL  
Rotate the take-up Spool (26) until the arrow cut-out is on the outside. Move the spool by 
means of the knurled wheel at it’s top, or by turning the Sprocket Wheel (24). 
 
4 INSERT FILM CARTRIDGE 
Push up the Film Cartridge Spindle (21). Drop in the film cartridge with the sprocket holes of 
the film leader down. Then push the Film Rewind (18) all the way down to insert the spindle 
into the cartridge. 
 
5 INSERT END OF FILM 
Slip the end of the film under the Take-Spool Catch (25) until the film shows cleary all the 
way to the head of the arrow cut-out. 
 
6 ADVANCE FILM   
Hold the film cartridge in place with your thumb and swing the  Film Advance Lever (14) all 
the way out. This will start the film on the Take-Up Spool. Be sure the film perforations 
engage the sprocket teeth on the Sprocket Wheel. Then, close the back firmly until it clicks. 
 
7.PRESS THE SHUTTER RELEASE 
The exposure counter  will now read “S”. Press the Shutter Release Button (13) and swing the 
Advance Lever again. Do this twice more until the Exposure Counter reads “0”. The camera 
is now ready for the first picture. 
  


